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C-Soft Version 7.600 Release Notes

1. Revision History

Revision Date Author Description

A 08/07/2009 | Radio Dispatch Engineering Group | Initial draft C-Soft Version 4.200
B 09/11/2009 | Radio Dispatch Engineering Group | Updated to C-Soft Version 4.300
C 03/31/2010 | Radio Dispatch Engineering Group | Updated to C-Soft Version 5.000
D 06/24/2010 | Radio Dispatch Engineering Group | Updated to C-Soft Version 5.100
E 07/16/2010 | Radio Dispatch Engineering Group | Updated to C-Soft Version 5.200
F 10/22/2010 | Radio Dispatch Engineering Group | Updated to C-Soft Version 5.300
G 05/26/2011 | Radio Dispatch Engineering Group | Updated to C-Soft Version 5.400
08 06/08/2012 | Radio Dispatch Engineering Group | Updated to C-Soft Version 6.000
09 07/26/2012 | Radio Dispatch Engineering Group | Updated to C-Soft Version 6.100
10 12/06/2012 | Radio Dispatch Engineering Group | Updated to C-Soft Version 6.200
11 08/20/2014 | Radio Dispatch Engineering Group | Updated to C-Soft Version 6.500
12 02/20/2015 | Radio Dispatch Engineering Group | Updated to C-Soft Version 7.000
13 05/02/2016 | Radio Dispatch Engineering Group | Updated to C-Soft Version 7.100
14 05/26/2017 | Radio Dispatch Engineering Group | Updated to C-Soft Version 7.200
15 11/17/2017 | Radio Dispatch Engineering Group | Updated to C-Soft Version 7.300
16 09/28/2018 | Radio Dispatch Engineering Group | Updated to C-Soft Version 7.400
17 12/18/2018 | Radio Dispatch Engineering Group | Updated to C-Soft Version 7.500
18 12/20/2019 | Radio Dispatch Engineering Group | Updated to C-Soft Version 7.600

2. Overview
This is the release notes for C-Soft Version 7.600 firmware/software. This release contains new features,
improved features, and fixed issues. The release notes include all of the changes and fixes since official
release Version 7.500.

3. New Features
Version 7.600
o API
e Added support for network information requests for Telex-Serial lines.
e Added support for SIP control.
¢ Added support for NEO-10/ADHB-4 relay trigger control.

e Auxiliary Audio
e Added ability to play audio received from the ADHB-4 Gen 2’s Aux In port. This feature is
only available when using an ADHB-4 Gen 2 running firmware v1.100 or greater.
e Auxiliary Audio Control Button
= Toggles the playing of audio received from the ADHB-4 Gen 2’s Aux In port. When
the button is in the up state, the auxiliary audio will be muted. When the button is
depressed, the selected auxiliary audio channel will be played in the designated
speaker.
e Auxiliary Track Volume Sliders
= Allows the console operator to change the playback volume of the configured
Auxiliary audio track.
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e Auxiliary Track Recording

» Added the Aux Track Left and Aux Track Right recording configuration to Edit ->
Global Parameter Setup -> Recording tab. When enabled, the respective auxiliary
audio track will be sent to the configured multicast address and port.

e Group Programmed Enhanced Button

e Added the Group Programmed Enhanced button which allows the dispatcher to broadcast to
a pre-defined group of lines and frequencies. The group’s lines and transmit frequencies are
configured in the Group Programmed Enhanced button setup in C-Soft Designer.

Il | Type |COI0rs Programmed Group Enhanced |opﬁ°n5|

Availiable Lines and Frequencies

Line: [ 1:Line 1 ']

Freq: | 111 Freq 1

Programmed Group List

Line

1:Line 1
2ZLine 2
JLline 3
4:line 4

Frequency
1:L1 Freg 1
2Freq 2
3:Freqg 3
4:Freq 4

When checked, the Allow Programmed Group to be changed in Runtime checkbox in the

Group Programmed Enhanced button setup allows the defined group to be modified by the
dispatcher in C-Soft Runtime.

| Type | Colors I Programmed Group Enhanced | Options |

Options
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To edit the Group Programmed Enhanced button in Runtime:
»= Right click on the Group Programmed Enhanced button and select the Edit option
*= The border of the Group Programmed Enhanced button will blink to signify the
console is in “Edit Mode”
= Select/unselect lines. Set the desired transmit frequency for selected lines.
»= Right click on the Group Programmed Enhanced button and select the Save option.
The new group configuration is now saved to the button.
e To exit Edit Mode without saving, right click on the Group Programmed Enhanced button
and select the Cancel option, or select any button other than a select or frequency control.
e To clear a button’s defined group, right click on the Group Programmed Enhanced button
and select the Clear option.
e Upto 25 selected lines can be stored in a programmed group.

e SIP Telephony

¢ Added ability to select the speaker which Ring Tones are played out on. The Ring Speaker
setting can be found in the Edit->Setup Global Parameters->Peripherals tab.

Global Parameter Setup *

Appearance  Audio  Control Settings  IRR Recording  Local Consoles  Peripherals  Reconding

MNetwork Settings License Servers)

IP Interface: EI = IP Address./Name:
Radio Ping Interval: EI seC 1: | |

TCP/IP Timeout: ms 2 | |
[ Enable R¥ Mutticast Loopback

Phone ADHE-4 Speaker Volume

Ring Multicast: | 225. 8 .11 . 81 Min Volume
Ring Fort: | 2052 Speaker 1: 0 (0%-99%)
Ring Sound: |Ring 1 ~ Speaker Z: EI (0%-99%)

Ring Speaker: Speaker 3: EI (0%:99%)
: Speaker 4: (0%-99%)
] Auto Hold P E
Speaker5: [0 | (0%99%)
NEO-10
Mutticast | Speaker 6: EI (0%-99%)

Sp
Update Port:

Cancel
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e Added ability to select different ring tones for individual SIP Extensions in Edit -> Per-
Line Parameters -> SIP button -> Ring Settings. One of four ring tones can be assigned
to a SIP Extension. Available options include Default, Ring 1, Ring 2, Ring 3 and Ring
4. If the Default option is selected, C-Soft will use the Ring Sound global setting in Edit -
> Setup Global Parameters -> Peripherals tab -> Ring Sound.

Configure 5IP Settings for Line #8 - Portables bt

SIF &ccount Credentials

Extension: |

|

DomaindServer IP: | |
Authorization Wame: | |
| |

Pazzword:

Registrar Settings

Reqistrar Compatibility: | Fully Cormpliant ~

Ring Settings

Ring Sound:

Yoicemail Settings

Ring 2
Enable Yoicemail Mat| Ring 3
Ring 4

Cancel

e Call Control Window Contact List: Added search box to easily find and filter contacts similar
to keypad control’s search box.
¢ Added support for SIP connection to a TETRA Gateway.
= The SIP registration transaction can now function without a Contact field.
= INVITE message SDP offer list was trimmed to remove proprietary codecs and
unnecessary lines related to faxing.
¢ Added Per-Line Proxy settings. If enabled and set, Per-Line proxy settings override Global
SIP Proxy settings for the specific line.
o Added Proxy Backup Address. If set, upon failure to connect to SIP server or receiving a
“503 Gateway is Passive” message, C-Soft will attempt to register using the backup proxy
address.
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4. Improved Features and Fixed Issues

Version 7.600
e ADHB-4
e Fixed problem in which C-Soft randomly transmits choppy audio while a NENA call is active

e AIS
e Fixed issue where the user was unable to send private calls manually from the keypad.
e Fixed issue where the user could not start a private call to a different radio user while in a
private call.
o Fixed issue where re-keying a private call terminates the current call and starts a new call to
a different user.

o API
o Fixed issue where the MainPTT button could stay active even after an end MainPTT
command was sent.
e Fixed an issue in which the API End Call message was failing to clear an outgoing call that
was in a ringing/queued state.

e Designer
e Fixed issue where under certain scenarios copying and pasting a popup control containing
either a Frequency Control or a Popup button would cause the copied Frequency Control or
Popup button to not be visible.

e Direct IP Lines

o Added setting to increase the received audio gain for Direct IP Lines (AlS, NEXEDGE, P25-
DFSI, and P25-CSSl). This setting can be used to help balance receive audio levels
between IP-224s and a Direct IP system. The Direct IP Line Gain setting is located in
Designer in the Edit->Setup Global Parameters -> Audio tab under the Direct IP Line Gain
group box. When the Enable Line Gain checkbox is checked, all receive audio on every
Direct IP line will have the selected amount of gain added. Available gain levels are 3 dB, 6
dB, 9 dB, and 12 dB.

e Frequency Updates
¢ In Designer, added the Ignore Freq Update checkbox to the Edit -> Global Parameters
Setup -> Control Settings -> User Control Options group box. When this option is checked,
frequency change updates from remote sources (i.e. parallel consoles or IP-224s) will be
ignored and a line’s transmit frequency can only be changed from the local console.

e Licensing
¢ Improved indication of operating in Demo Mode. “Demo Mode” is now displayed in status
bar in red text in whenever Status Bar text would otherwise be empty.

e P25-CSSI
e Fixed crash on launch when using a P25-CSSil line.
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e Paging

e SIP

Added the Page Tone lteration Count setting to the Page Manual Entry button setup. This
setting determines the number of times the button’s tone sequence is sent during the page
and allows for tone sequences to be repeated a specified number of times. The field allows
values between 1 and 100 with a default value of 1.

Manual Page Setup

Page Setup Relay Setup
Inttial Page Delay: 500 | ms [C] Activate Retay With Page

Relay Destination
91 ADHB-4 NEO

Inter-Page Delay: 500 me

Frequency: | 1:Freg 1 -
Tone Level: 10 dB
Tone 1: 400 330 ms

ADHE-4 Settings
@) None Relay1 Relay2

NEQ Settings

Tone 2: 800 330 ms —
IP: Relay: | None

Tone 3: 1000 B0 ms
Tore 4: 0 ms

Tore 5. 0 ms
Page Generation Cptions

Talk Time: 0 ms
Send on Selected fot steered)

I Page Tone ttemstion Court: 5

Fixed issue which prevented manual pages with a tone duration of greater than 32 seconds
from being sent.

If using multiple SIP extensions, fixed a case in which the first step of a Consultant Transfer /
Conference call could specify a different extension in the SIP Invite messages “From”
parameter.

If using multiple SIP extensions in which the extension number does not match the
username, fixed a case in which operations on a given line were using a different line’s
authorization parameters.

Fixed SIP Call transfer failure when remote side does not support disabling “Refer-Sub”
capability.

Fixed issue where SIP caller ID would not populate if the outgoing call was immediately sent
to voicemail.

Fixed a crash inconsistently encountered when hanging up a SIP call. The crash was
related to a complex SIP server configuration with reinvites for ringtones, resulting in C-
Soft’s failure to properly clean up call resources.

e Telex License Activation Tool

A new license server version was added, version 1.5.0.0 (TelexLicenseServer- x86-
1.5.0.0.exe) to support online activation, return, and repair from the application itself.

Sets service priority to “Automatic” instead of “Automatic (Delayed Start)”. If launching C-
Soft on startup with service set to “Delayed Start”, C-Soft was starting before the service was
available, and would not be able to initially acquire a license.

Updated C-Soft licensing components and Telex License Server to use a newer and more
secure Flexera licensing library.
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e Fixed an installation issue in which Telex License Service was not starting due to a potential
file lock on the service log file, TelexLicenseManager.log. The issue was mitigated by
moving the log file into a version-specific folder.

Telex-Serial
o Fixed issue where the incorrect group PTT button was being updated with the current
selected contact of another line.

5. Known Issues
Version 7.600

API

e Page Queuing will not respect talk time of page that is currently being sent. If using talk time do
not send a page during its execution. Wait until the current page is finished (including talk time).

e Stacked pages can only be sent on a single frequency. If multiple frequencies are stacked
together C-Soft will send all pages on the first pages frequency.

DMR

e Radio Disable on a Tait Tier Il trunking system responds with a “404 Not Found”, but the target
device is still successfully disabled.

¢ Node failover is not supported for Tait Tier Il trunking system.

e GPS Trigger On/Off is not supported on Hytera Conventional.

Per-Line Recording on a SIP line will not record all participants during Consultant Transfers, Three-
Way Calls, or Line Conferences.

NEXEDGE Direct IP — Trunking: C-Soft Runtime will not operate on Kenwood’s NEXEDGE
Generation 2 server. Kenwood has released the new firmware to address this issue but no validation
from customer if the issue has been resolved.

NEXEDGE Direct IP — Conventional: For Kenwood NXR-x10-K2 Firmware Version 3.13.00, RAN
Encode values 10 — 63 will currently not work on the IP connection between C-Soft Console and
Kenwood Conventional system. Only RAN values of 0-9 will work. Kenwood has been informed of
the issue and we are awaiting a resolution.

Sending Call Alerts using MDC-1200 signaling will generate a “No Response” entry in the Call
History windows and in the MDC-1200 window if using an IP-223 or a version of IP-224 firmware
prior to v2.000.

When using the MTRBI interface, C-Soft can only receive a text message from a MOTOTRBO radio
when a text message is sent from C-Soft and the remote radio is replying to that text message.

If multiple emergencies are active on a single MOTOTRBO line, acknowledging one of the
emergencies will incorrectly stop the emergency indication actions (i.e. Select button blinking) on
parallel consoles.

Telex Enhanced ANI Callback

e When using INPTT and MainPTT with callback support, the Main PTT and InPTT will PTT the
callback ID even when a new ID is selected or inputted in the keypad. Use the group PTT and
private PTT to call the newly selected/inputted ID.
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6. Compatibility
Version 7.600
e Compatible with ADHB-4 Version 3.600.

Compatible with ADHB-4 Gen 2 Version 1.000.

Compatible with IP-224 Version 2.600.

Compatible with Telex License Server 1.500.

Not compatible with the Sentinel/SafeNet/Rainbow keys (USB or Serial). A Flexera Entitlement

Certificate (software license) is now required for C-Soft Runtime operation. Please contact Telex
Technical Support to acquire Entitlement Certificates.

7. Installation and Upgrade
Version 7.600
e To install C-Soft on Windows 7, Windows 8, and Windows 10:

Double click on the C-Soft_Setup_vXXXX setup executable.
Follow the steps provided on the screen to install C-Soft.
During the C-Soft installation, the user will be prompted to install updated drivers for the
ADHB-4. Follow the instructions on the screen to complete ADHB-4 Driver Installation. If
up-to-date ADHB-4 Drivers have already been installed, this step can be skipped.
During the C-Soft installation, the user will be prompted to install Telex License Server,
which is required for obtaining and maintaining licenses for C-Soft.
= The Telex License Server Installer may also install the prerequisite Microsoft Visual
C++ 2012 Redistributable package if necessary. If Microsoft Visual C++ 2012
Redistributable is already present, this step can be skipped.
As necessary, contact Telex Technical Support to acquire license Entitlement Certificates.
Consult the C-Soft manual’s appendix titled Telex License Activation Tool for more
information on licensing requirements, activation processes, and architecture.

e To upgrade C-Soft:

Uninstall any previous of C-Soft using the Windows Uninstall Program feature under Control
Panel
Locate the appropriate version of C-Soft installation package to install C-Soft
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