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1. Revision History

Revision Date Author Description
A 04/06/09 Radio Dispatch Engineering Group Initial draft

2. Overview
This is the release notes for the C-6200 release version 4.100. This release contains new features, improved
features, and fixed issues.  The release notes include all of the changes and fixes since official release
Version 1.064. 

NOTE:  Please note that the Telex FTP Application is no longer used for system upgrades. The Telex
Firmware Binary (tfb) is the new firmware format instead of the bin file.  Users will need to use the Telex
System Manager Application to save, clone parameters, and upgrade firmware.

3. New Features
 FleetSync Serial/OTA mode.  Provides the capability for the console to send out OTA and Serial

Status and Select Call for FleetSync.  Over the air (OTA) encode is where the MSK signal is being
generated inside the IP223.  Serial FleetSync encode is where the MSK signal is being generated by
the appropriate Kenwood serial radio interface to the IP223.

 FleetSync acknowledgment.  This option only works with FleetSync serial encode.
 Provide Encryption and Talk Around on TK-5x10 Kenwood radios.
 Increase PIN length size to a 16 digit number.
 Added Webpage Account Management.  The system administrator has the ability to create 5

different login accounts for webpage users.
 Allow users to Enable or Disable Scan for each line.
 Improved the ID Directory List by increasing the number of ID Types and improved the sorting

mechanism.
 Call list – Allow auto dialing and viewing of IDs that were setup in the “ID Directory” webpage.  
 History List – Keeps track of the last 50 incoming IDs. 
 Option to toggle between alias ID and actual Caller ID in the history list. (Press Softkey 3)
 AUX PTT feature.  When the Aux PTT is activated, it can be set to key-up on the Selected lines or a

predefined line.  The Aux PTT microphone can be chosen from the Aux microphone, Gooseneck
microphone, Deskmic, or Handset Microphone, 

 Cloning now requires the username and PIN of the console that is being clone from.
 Able to dial phone numbers and iDen numbers in the History List and Call List.
 Updated webpages with a better user interface.
 Added compatibility with Telex System Manager.
 Added compatibility with Telex NEO-10.
 Quick Page menu – Allows up to seven predefined page entries. (Press B2 to access menu)
 Checksum displays on the webpages.  (NOTE:  If flashing from version 1.067 and earlier, the

firmware needs to be flashed twice for the checksum to display correctly).
 Support Emergency from various radios.
 Notification with Volume feature. This feature will enable some tones to be heard at a level

corresponding to the volume.
 Selectable CRP (Crosspatch) output audio to either the SELECT or UNSELECTED speaker.  CRP

PTT Mode allows a crosspatch to be keyed up with the main TRANSMIT button.  Kill Lines on CRP
prevents parallel consoles from keying up on the crosspatched lines.

 Factory defaults can be restored via the Account Setup webpage.
 Printer friendly page for printing ID Directory and Paging Directory.
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 Option to disable the Call List via the webpage.
 Added optional menus Amenu and Bmenu to the System Setup 2 webpage.
 Added option for Emergency/Sel Call tones to play on either the SELECT or UNSELECT speaker.

4. Feature improvements and known issues fixed in this release
 Fixed: Fixed an issue where inbound multicast audio was getting muted.
 Fixed: DTMF A, B, C, D, #, * digits can be entered for DTMF Pages and Phone Dial entries.
 Fixed: When using Quick Page Keys B1-B4 and PTT was pressed during the talk time the console

PTT would stick on.
 Fixed: If the C-6200 received multicast packets less than the “Packet Delay Before Playback” the C-

6200 would lock to that IP address.
 Fixed: C-6200 would randomly reset.
 Fixed: Various display errors. 
 Fixed: Console unresponsive to clone console command after running for about 30 minutes.
 Fixed: VU bar wasn't working correctly with Transmitting and Receiving audio.
 Fixed: Close IP ports correctly when doing FTP and Clone Console.
 Fixed: When reseting the PIN via HyperTerminal, the PIN didn't get reset.
 Fixed: System would lockup when pressing PTT while “No Paging Parameters” was being displayed.
 Fixed: When Parallel consoles supervise a line, the line would PTT.
 Fixed: When Parallel consoles crosspatch a line, the line would PTT.
 Fixed: iDen phone enable didn't work.
 Fixed: Paging would lock up when sending DTMF or Manual pages.
 Fixed: InPTT LED would light up when receiving an emergency.
 Fixed: Console does not respond correctly when receiving ADPCM 16K audio packets.
 Fixed: A memory leak which cause the system to lock up after two or three days of continuous ID

and Audio packets.
 Fixed: “admin” password wasn't synced when accessing the webpage and the console's setup

menu.
 Fixed: ANI ID overwritten when the Quickpage menu, Enter Password menu or Time Change menu

was active on the console.
 Fixed: Hookflash time couldn't be changed.
 Fixed: NEO-10 would give the wrong indication.
 Fixed: Console does not respond to Telex System Manager after a few hours.
 Min. Mute Level in the Per Line webpage wouldn't allow 3 characters to be entered.
 Changed: Paging durations increased to 32 seconds. 
 Changed: Software Version display was changed.
 Changed: 20 DTMF digits can be entered for DTMF Pages and Phone Dial entries.
 Changed: Each line now must have a line type.
 Changed: username “root” and its password has been removed for security reason.  Use

HyperTerminal to reset “admin” password if needed.
 Changed: Removed “Dial” from the Paging Directory webpage.  Every ID must now go into the ID

Directory webpage.
 Changed: PIN change and Clone console webpages merged into one.
 Changed: The FTP function now checks for a checksum and a file size before it actually flashes.
 Changed: "RX Block Time" changed from seconds to milliseconds.
 Changed:  Allow the History List to be scrollable while Ids are coming in.
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5. Compatibility
 NA

6. Installation and Upgrade
 Please use TSM Version 1.1.0.0 or higher and TELEX VoIP Software Instructions to upgrade the

firmware.  The TSM software can be downloaded from
http://www.telex.com/UserFiles/Downloads/radiodispatch/TSM%20Firmware%20v1100.zip   

 NOTE: Do not update a C-6200 operating on any version before 1.06 without contacting
technical support first.       

 All parameters will be reset if upgrading from version 1.067 and earlier.
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